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Pressure Switches
SG1-02-*-1*
ST1-02-*-1*

Service Data Vickers®

Accessories
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Model �Screw
(2 req’d) Body Plug

(2 req’d)
”O”  Ring
(2 req’d)

Sub-Plate

SG1-02-*0-11 1036

Model Spring
(2 req’d)

S*1-02-10-11
S*1-02-20-11
S*1-02-50-11

162833
108903
108901

154003 
‘‘O’’  Ring
(2 req’d)

11370 Screw
(2 req’d)

112199 Conduit Bracket

15430 Washer (2 req’d)

8016 
Screw 
(2 req’d)

1489 Nut
(2 req’d)

240042 7075 124582

169161
SG1SM-02-10

183627
SG1SM-8S-02-10

ST1-02-*0-11 235298

Pressure Switches
SG1-02-*0-11
ST1-02-*0-11

99780 Lock Washer 
(2 req’d)

108889 Spacer

92210 Nut 
(2 req’d)

� See
table

below

108888
Micro-
Switch

(2 req’d)

167884
Valve

(2 req’d)

113686 Pin
(2 req’d)

113000 Plug
(2 req’d)

7074 Plug 
(2 req’d)

112200
Switch
Bracket

72380 Screw (2 req’d)

112198
Insulation

95104 Washer (2 req’d)

9X-60544 
Lock Washer 
(2 req’d)

8016 Screw (2 req’d)

240143 Cover 15430 Washer (2 req’d)

115743 Nameplate

3X-36212 Screw (4 req’d)

127834 Plate

167883 Retainer
(4 req’d)

108891 
Cap 
(2 req’d)

108890
Upper Bracket

238941 Pin
(2 req’d)

6830 Screw
(2 req’d)

113000 
Plug 
(2 req’d)

8016 Screw 
(2 req’d)



Model �Screw
(2 req’d) Body Plug

(2 req’d)
”O”  Ring
(2 req’d)

Sub-Plate

SG1-02-*0-10 1036

Model Spring
(2 req’d)

S*1-02-10-10
S*1-02-20-10
S*1-02-50-10

162833
108903
108901

154003 
‘‘O’’  Ring
(2 req’d)

11370 Screw
(2 req’d)

112199 Conduit Bracket

15430 Washer (2 req’d)

8016 
Screw 
(2 req’d)

1489 Nut
(2 req’d)

169162 7075 124582

169161
SG1SM-02-10

183627
SG1SM-8S-02-10

ST1-02-*0-10 108885

Pressure Switches
SG1-02-*0-10
ST1-02-*0-10

99780 Lock Washer 
(2 req’d)

108889 Spacer

92210 Nut 
(2 req’d)

� See
table

below

108888
Micro-
Switch

(2 req’d)

7074 Plug 
(2 req’d)

112200
Switch
Bracket

72380 Screw (2 req’d)

112198
Insulation

95104 Washer (2 req’d)

9X-60544 
Lock Washer 
(2 req’d)

8016 Screw (2 req’d)

108886 Cover 15430 Washer (2 req’d)

115743 Nameplate

3X-36212 Screw (4 req’d)

127834 Plate

167883 Retainer
(4 req’d)

108891 
Cap 
(2 req’d)

108890
Upper Bracket

238941 Pin
(2 req’d)

6830 Screw
(2 req’d)

113000 
Plug 
(2 req’d)

8016 Screw 
(2 req’d)

167884
Valve

(2 req’d)

113686 Pin
(2 req’d)

113000 Plug
(2 req’d)



Model Code

3 41 2

1

2

Mounting

G - Gasket mounted
T - Threaded connection

Connections

1/4 Inch connections

3 4Pressure Range

10 - 100 -1000 PSI
20 - 100 -2000 PSI
50 - 500 -5000 PSI

Design

10 Design
11 Design

Printed in U.S.A.

For satisfactory service life of these components in industrial applications, use full flow filtration to provide fluid which
meets ISO cleanliness code 18/15 or cleaner. Selections from Vickers OFP, OFR, and OFRS series are recommended.
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