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High Pressure Relief Valves
CG-03-H(V)-20

Service Data

CG-03-H-20
CG-03-HV-20

Model

154128 “O” Ring

181728 Plug

307273 Body

154014 
“O” Ring

174915 
Retainer

174828 Screw

162047 Back-up Ring

154006 “O” Ring

154004 “O” Ring

176316 Retainer

170911 Seat

307274 Retainer
(2 Req’d)

154009 “O” Ring
(2 Req’d)

161640 Back-up Ring
(2 Req’d)

154011 “O” Ring
(2 Req’d)

155642
Back-up 
Ring

160571 Pin

7077 Plug

3X-36212 Screw
(2 Req’d)

170915 Piston

Nameplate

192656 Retainer

182217
Adjusting

Screw

1485
Nut

192655 Shim (As Req’d)

175074 Spring

184583 
Valve

181716 
Seat

175070
184458

184586
Retainer

173792
“O” Ring

Vickers®

Relief Valves
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Model Code

1

2

Model Series

CG - Gasket mounted relief valve

Size

3/8 inch

Adjustment Pressure

2500 to 5000 PSI

4 5Vent Pressure

V -High vent pressure
Omitted -Low vent pressure

Design

For satisfactory service life of these components, use full flow filtration to provide fluid which meets ISO cleanliness code
20/18/15 or cleaner. Selections from Eaton OFP,OFR and OFRS filter series are recommended.
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