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Flow Control Valves
FG-06-**-14

Service Data

�CAUTION

�197643 Back-up Ring

�154080
‘‘O’’ Ring

�154020 ‘‘O’’ Ring

�154080 ‘‘O’’ Ring

�160618 Back-up
Ring

�Included in 920212 Seal Kit

432568 Screw (2 req’d)
Torque 1,1-1,6 N.m. (10-14 lb. in.)

Spring (See table)

�154023 ‘‘O’’ Ring (2 req’d)

�154131 ‘‘O’’ Ring

323273 Retainer

�165381 Shim

381321 Plug

271434 Spring

105504 Valve

326976 Plug

104739 Pin

Name Plate

3X-184174 Screw

1069 Screw

357064 Knob

363889 Plug

Hole

381322 Hydrostatic sleeve
must be assembled with

hole in position shown.

388123 Plug

F3 equivalent
Seal Kit 920217

Add shims as required to
prevent throttle from locking.

Model Throttle
(F3)-F(R)G-06-24-1*
(F3)-F(R)G-06-32-1*
(F3)-F(R)G-06-45-1*

133181
133182
133183

30�

381632 Retaining
Ring

104998 Spring

326976 Plug

�154131
‘‘O’’ Ring

226892 Rollpin

422811 Body

381630 Spacer

Orifice Plug
(See table)

Spring Orifice Plug

387113

162976

16794

�154127 ‘‘O’’ Ring

�154016 ‘‘O’’ Ring

Throttle (See table)

Vickers®
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Model Code

1

2

Seals

F3 - Multi-fluid capability (Viton�)

Viton is a registered trademark of E.I. DuPont

Model Series

FG - Flow control, manifold mouned

3 Size

06 - 3/4 inch

Flow Capacity

24 - 24 USgpm
32 - 32 USgpm
45 - 45 USgpm
60 - 60 USgpm

Design

For satisfactory service life of these components, use full flow filtration to provide fluid which meets ISO cleanliness code 18/15
or cleaner. Selections from Eaton OFP,OFR and OFRS filter series are recommended.
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