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Pressure Reducing Valves
X(C)G-(H)03-**-30

401698 Plunger
262334 “O”– Ring
197572 Back – up ring

�

�

� Spacer (See table)
� 401697 Lockscrew
401701 Nut
1485 Nut
580426 Adjustment
knob

� 263496 “O”– Ring�

591772 Plug
(Torque 24.4-27 N.m.)(18-20 lb. ft.)

�

118–X check valve�

95633 spring�

343740 Plug (2 Req’d)
(Torque 13.6-15.9 N.m.)(120 –140 lb. in.)

�

263494 “O”– Ring (2 Req’d)�

� NOTE:
Install lockscrew W/Stepped O. D. end
toward spacer or plunger as shown.

315932 Plug
(Torque 24.4–27  N.m.)
(18–20 lb. ft.)

263496 “O”– Ring�

262350 “O”– Ring
(2 Req’d)

�

262328 “O”– Ring�

401699 Spring
� Cover spring (See table)

290057 Piston

263496 “O”– Ring�

262357 “O”– Ring�

�581719 Cover

� 581710 Body (XG)
� 581705 Body S/A (XCG)�

Spring (See table)

262354 “O”– Ring
(2 Req’d)

�

160571 Rollpin

Spool S/A (See table)

298126 Screw (8 Req’d)
(Torque 31.1-38 N. m.)

(23-28 lb. ft.)

� 345966 Cover

Model � Cover
spring

� Spacer Pressure range
P.S.I.

X*G-(H)03-1-30
X*G-(H)03-2-30
X*G-(H)03-3-30

2280
583937
401700 386715

1000
2000
2850

� Service all units with F3 seal
kit 919836.

315932 Plug
(Torque 24.4 – 27  N.m.)

(18 – 20 lb. ft.)

580428 Seat

261934 Plug�

261934 Plug�

262357 “O”– Ring�

� Used on model XC* only.

� Not available for sale.

Nameplate

AX-36212 Screw
(4 req’d)

Vickers®

Pressure Relief
Service Data



For satisfactory service life of these components, use full flow filtration to provide fluid which meets ISO cleanliness code 18/15
or cleaner. Selections from Eaton OFP,OFR and OFRS filter series are recommended.
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Seals

Pressure Reducing Valve

Integal Check Valve

Manifold or Subplate Mounted

Nominal valve size 3/4 inch

Maximum adjustable pressure

1 – 1000 PSI
2 – 2000 PSI
3 – 2850 PSI

Maximum rated flow capacity

B -7 USgpm
F -14 USgpm

Design

 Eaton Hydraulics, Incorporated 2000
All Rigths Reserved

Omitted – no check valve 03 -  3/8 inch

Rated Flow @ 30 USgpm

Omit for ‘‘B’’ & ‘‘F’’ models

9
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F3 - Seals for mneral oil and fire
      resistant fluids


