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Inline Check Valve
DT8P1-10/-11 
DS8P1-10/-11

Body sold as an assembly only.
Order by model number.
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DT8P1-02-5-10 
DT8P1-02-30-10
DT8P1-02-65-10
D*8P1-03-5-10
DT8P1-03-30-10
D*8P1-03-65-10
D*8P1-06-5-11
D*8P1-06-15-11
DT8P1-06-20-11
D*8P1-06-30-11
DT8P1-06-40-11
DT8P1-06-50-11
D*8P1-06-65-11
D*8P1-10-5-11
DT8P1-10-15-11
DT8P1-10-30-11
DT8P1-10-50-11
D*8P1-10-65-11
DT8P1-10-95-11

Vickers®

Check Valves
Service Data
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Model Code

3 4 5 8761 2

1

2

Model Series

Directional control

Mounting Connection

S - Straight threaded
T - Pipe threaded

Valve Type

8 - Inline

3

4

5

6

7

8

Spool Action

P - Poppet

Flow Direction

1 - One way flow

Valve Size Series

02 - 1/4 inch
03 - 3/8 inch
06 - 3/4 inch
10 - 1-1/4 inch

Cracking Pressure

5 - 5 PSI
15 - 15 PSI
20 - 20 PSI
30 - 30 PSI
35 - 35 PSI
40 - 40 PSI
50 - 50 PSI
65 - 65 PSI
95 - 95 PSI

Design

For satisfactory service life of these components, use full flow filtration to provide fluid which meets ISO cleanliness code 16/13
or cleaner. Selections from pressure, return, and in-line filter series are recommended.


